
WHY	CEASEFIRE		
FIRE	EXTINGUISHERS?	

Most	extensive	range		
Straight	from	the	manufacturer		

Global	certifications		
Unmatched	quality	



A	range	with	the	most	incredible	
length	&	depth:	
ABC	Powder,	Water,	Foam,	CO2,	Watermist,	Foam	mist,	Clean	Agent,	Metal	Fires,	
B+	&	Wet	Chemical	Based	Extinguishers	in	both,	Portable	&	Trolley	Mounted	sizes.	
	



Fire Extinguishers for  
every possible risk 

Ceasefire	offers	the	most	extensive	range	of	fire	
extinguishers	with	widest	variety	of	extinguishing	agents	to	
suit	the	needs	of	every	kind	of	premises	and	application.	
 



Designer	series	
Home	&	Car		
Fire	Extinguishers	

ABC	Powder	&	Clean	agent	based	

fire	extinguishers	in	aesthetically	

pleasing	 designs	 and	 colors.	

Available	 in	 500Gms,	 1	 Kg	 and	

2KG	size	variants.	



A	complete	line	of		
ABC	Powder	Based		
Portable	&	Trolley	Mounted	
Extinguishers	

ABC	 Powder	 based	 extinguishers	 in	 MAP90	 /	 50	
agent	 compositions.	 Certified	 to	 EN3/EN1866	
standards.	Portable	sizes	of	2,	4,	6,	9	&	12	Kgs	and	
Trolley	Mounted	variants	of	25,	50	and	100	Kgs.	



Certified	by	LPCB,	Ceasefire	Water	&	Foam	based	
extinguishers	 take	 fire	 fighting	 on	 conventional	
fires	 (Class	 A	 /	 A	 &	 B)	 to	 a	 whole	 new	 level.	
Portable	sizes	of	3,	6	&	9	Ltrs	with	Stainless	Steel,	
Mild	 Steel	 &	 Chrome	 finish.	 Trolley	 Mounted	
variants	 of	 25,	 50,	 100	 and	 135	 Ltrs	 in	 Stainless	
Steel	and	Mild	Steel	body.	

Water	&	Foam	Based		
Portable	&	Trolley	Mounted	
Extinguishers	



Ceasefire’s	CO2	Based	extinguishers	are	a	unique	technological	breakthrough	which	

are	 made	 of	 much	 lighter	 Aluminum	 Body	 and	 have	 a	 Unique	 Used	 /	 Unused	

Indicator	 that	 makes	 Ceasefire’s	 CO2	 extinguishers	 the	 only	 in	 the	 world	 to	 have	

such	a	feature.	Available	in	2,	5	&	20	Kg	Trolley	Options,	with	Aluminum,	Mild	Steel	

&	Chrome	variants.	

Most	advanced		
CO2	based		
Fire	Extinguishers	



A	potent	range	of		
Clean	Agent	Based	
Fire	Extinguishers	

An	extensive	range	of	Clean	Agent	

based	extinguishers	with	agent	

options	of	HFC236fa	/	FE36	gas,	

available	in	2,4,6	&	9	kg	sizes,	that	

kill	fires	without	any	collateral	

damage.	



		
Special	Application		
Fire	Extinguishers	

Fire	extinguishers	for	special	
application	-	Wet	Chemical	Based		
extinguishers	for	Kitchens,	
available	in	3,6	&	9	ltrs	in	stainless	
steel	/	mild	steel	body.		
B+	in	2,4,6	&	9	Kgs.	
Special	extinguishers	for	metal	
fires	in	SPM	TECH	/	PYRO	
compositions	in	4,6	&	9	Kg	
variants.			



Ceasefire	Launcher:	
Fire	Extinguisher	+	Modular	
Suppression	

An	ABC	Powder	based	extinguisher	

that	works	on	auto-pilot.		Detects	

fire	with	its	heat	sensors	and	

activates	automatically.	Specially	

designed	nozzles	ensure	a	360	

degree	discharge	to	suppress	fire	

within	seconds.	Comes	in	4,6	&	9	

Kg	variants.					



Watermist	&	Foam	Mist	Based	
Portable	Fire	Extinguishers	

An	range	of	Portable	Watermist	&	
Foam	Mist	extinguishers	available	
in	2,	3,	6	and	9	Ltrs	sizes	with	
Stainless	Steel	container	body.	
Watermist	ensures	no	collateral	
damage	while	fighting	Class	A,	F	
and	Electrically	started	fires	and	
Foam	mist	variants	ensure	added	
power	for	Class	B	fire	fighting,	in	
addition.			



Watermist	&	Foam	Mist	Based	
Trolley	Mounted	Fire	Extinguishers	

Trolley	mounted	Watermist	&	
Foam	Mist	based	plus-sized	
extinguishers	namely	-	Action	Pac	
(13ltrs)	and	Quad	(25Ltrs,	50Ltrs	
and	100Ltrs	sizes),	with	Stainless	
Steel	body,	can	turn	any	premises	
self-reliant	on	fire	fighting.	
Powered	by	the	Advanced	Rotor	
technology	and	equipped	with	
state-of-the-art	Guns	with	a	dual	
feature	(Jet	/	Spray	mode),	these	
extinguishers	are	a	first	of	their	
kind	in	the	world.						



Low	and	High	Pressure	Based		
Watermist	&	Compressed	Air	
Foam	Systems.	

Watermist	&	Compressed	Air	Foam	

Systems	that	come	in	both,	Low	

Pressure	and	High	Pressure	

variants	bring	in	immense	fire	

fighting	power	in	Portable	

(9/10Ltrs)	and	Plus	(50	Ltrs)	sizes.	

The	systems	are	so	advanced	and	

well-received	in	the	market	that	

they	make	for	best	sellers	in	the	

industry.	



Ceasefire	Tetra	Quad	is	a	

Watermist	/	Foam	Mist	

based,	250	Ltrs,	Mini	Fire	

Engine	on	wheels	that	is	the	

biggest	trolley	mounted	fire	

extinguisher	in	the	world.				

Watermist	&	Foam	mist	Based	
Tetra	Quad		



What sets our 
extinguishers 
apart from 
others? 



Hydrostatic	Pressure	Test	on	
Every	Single	Extinguisher	
 

MACS  

Every	container	is	Hydrostatic	Pressure	Tested	with	a	pressure	of	

30kg/cm2,	which	is	three	times	the	working	pressure	of	an	

extinguisher.	



24	Hours	Inverted	Beaker	Leak	Test	
on		Every	Single	Extinguisher	
 

MACS  

Pressurized	extinguishers	are	immersed	in	

water	for	24	hours	with	an	inverted	glass	

beaker	placed	on	the	neck.	Any	trace	of	air	

bubbles	symbolizes	leakage	and	the	

extinguisher	is	rejected.	

	



Helium	Leak	Detection	Test	
on		Every	Single	Extinguisher	
 

MACS  

The	container	is	charged	with	99%	Nitrogen	and	

a	small	amount	of	Helium	is	added.	Helium	being	

lighter	than	air	leaks	out	even	if	there	is	slightest	

trace	of	leakage	in	any	joint.	If	so,	the	extinguisher	

is	rejected.		

	



Our	extinguishers	are	not	
just	manufactured	but	are	
engineered	to	perfection	
to	become	the	life	savers	
that	they	are…	
 



Deep	Drawn	Body	
that	make	our	extinguishers	up	
to	70%	less	on	seams.	
 

Portable	extinguishers	are	manufactured	using	a	

state-of-the-art	Deep	Draw	process	ensuring	minimal	

seems	on	the	container	body.	

	



MIG	CO2	Welding	Technology	
gives	our	extinguisher	much	
stronger	joints.	
 

Extinguishers	are	manufactured	using	advanced	

Motorized	Metal	Inert	Gas	Welding	Technology	giving	

them	a	much	superior	and	stronger	container	body.		



Higher	Burst	Capacity	
that	ensures	our	extinguishers	hold	
their	working	pressure	with	ease	
and	stay	safe	for	the	premises.	
 

A	result	of	the	superior	quality	steel,	deep	

draw	process	and	MIG	CO2	Welding,	our	

extinguishers	have	a	much	higher	pressure	

holding	(burst)	capacity.		



Treated	for	Longevity	
so	that	the	body	of	the	our	extinguishers	
don’t	decay	in	their	lifetime.	
 

Ceasefire	Extinguishers	are	chemically	

treated	internally	and	externally	to	ensure	

durability	and	longevity.	The	world-class	

powder	coated	paint	process	ensures	a	

lustrous	finish	that	also	protects	the	

extinguisher	against	harsh	weather,	

corrosion	and	decay.		



The	Ceasefire	quality	promise	is	
embedded	in	every	component	that	
goes	in	the	making	of	our	
extinguishers.		
 

We	are	raising	the	quality	
benchmarks	to	an	all	new	high…	



High	Grade	Brass	Valves	
that	are	our	hallmark	of	quality.	
 

Ceasefire	extinguishers	are	made	of	Heavy	Brass	

Valves	using	a	single	piece	of	metal,	created	with	

precision	forging	and	crafted	by	highly	advanced	

CNC	Machines.		



World	Class	Pressure	Guages	
that	can	always	be	relied	upon. 

Ceasefire	Extinguishers	use	best-in-class,	made	in	
Germany	Pressure	Gauges.	Our	pressure	gauges	can	be	
easily	tested	using	a	magnet	to	check	their	real	time	
pressure-indication	performance.		

		



EPDM	Rubber	Hose	Pipes	
that	do	not	decay	during	the	entire	
lifetime	of	the	extinguishers 

High	grade	EPDM	Rubber	Hose	Pipes	ensure	that	
our	hoses	do	not	become	brittle	or	crack,	stay	
flexible	and	have	a	much	higher	pressure	holding	
capacity.		
	

EPDM	
Rubber	



High	grade	steel	squeeze	grips	
Which	do	not	rust	and	loose	their	
grip. 

Ceasefire	Extinguishers	come	with	ergonomically	
designed	Squeeze	Grips	that	are	made	of	high	grade	
steel	and	are	guaranteed	to	stay	sturdy	throughout	
the	life	of	the	extinguisher.		
	



Quality	that	is	embedded		
in	every	detail.	

	Quality	of	Ceasefire	extinguishers	is	embedded	in	the	
tiny	components	and	how	they	are	engineered	to	
perfection	with	every	attention	paid	to	details.	Where	
a	stainless	steel	ferrule	ensures	protection	against	
rust	so	that	the	hosepipe	always	stays	secured	to	the	
valve	on	one	hand,	an	intelligently	designed	
installation	mounts	ensures	that	at	the	time	of	need	
you	never	have	to	struggle	taking	off	our	extinguisher	
from	the	bracket	and	launch	it	on	fire.		



We	put	our	extinguishers	to	the	most	brutal	quality	tests	to	ensure	nothing	but	the	
best	is	cleared	as	the	final	product,	each	time. 

Quality	Tests	



Burst	Test		
	The	extinguisher	container	is	put	through	
2.7	times	the	maximum	surface	pressure,	
or	55	bar	pressure,	whichever	is	higher	–	
to	test	that	it	can	withstand	this	level	of	
pressure.	
	
The	Burst	Test	pressurizes	the	
extinguisher	beyond	the	pressure	limit	to	
make	sure	that	it	will	not	burst	into	
fragments,	or	at	welded	joints.	

Pressure	
Cycling	Test		 		

An	extinguisher	is	made	to	sustain	
5000	pressure	cycles	from	0	bar	to	
their	test	pressure	and	then	back	to	0	
bar	at	the	rate	of	6	cycles/min.		
	
That’s	1.43	x	maximum	service	
pressure	or	20	bar	for	low	pressure	
extinguishers	and	30	bar	for	gaseous	
extinguishers.	
	

Drop	Test			
		
The	extinguisher	cylinder	is	filled	
with	water	and	dropped	vertically	
and	then	horizontally	from	a	
distance	of	3	meters.	
If	it	leaks,	it	is	discarded.	
	



Hosepipe	Burst	
Test		

	We	test	our	hosepipes	for	their	
pressure	holding	capacity	at	-30oC	
(or	5oC)	and	+60oC	at	35	bar	
pressure.	
	
Very	few	players	who	do	this	test	do	
it	only	at	ambient	temperature,	at	35	
bar	pressure.	
	

Crush	Test		
		
The	Crushing	Test	challenges	the	
strength	of	the	extinguisher.	The	
extinguisher’s	body	is	crushed	for	30	to	
60	seconds,	after	which	it	is	thoroughly	
checked	for	leaks	and	cracks.	
	
While	some	players	in	the	industry	crush	
the	body	to	66%	of	its	diameter,	we	push	
the	limit	and	crush	it	by	90%	in	the	test.	
	

Discharge	Test			
	An	extinguisher	from	each	batch	is	picked	at	
random	and	put	to	test	to	check	that	the	
mechanism	works	according	to	the	prescribed	
standards.	
	



Temperature	
Fluctuation	Test		

	We	check	the	extinguisher’s	resistance	to	
temperature	changes	by	placing	it	in	an	
oven	and	a	chiller	–	alternatively	for	24	
hours.		
	
We	first	condition	the	extinguisher	to	
+60oC	as	per	EN	requirement,	and	then	
fire	it	to	measure	the	maximum	service	
pressure.	Our	extinguishers	have	shown	
100%	consistency	as	far	as	their	
discharge	is	concerned.	
	
Ceasefire	extinguishers	discharge	more	
than	90%	of	the	ABC	Powder	even	at	
-30oC.	
	

Internal	Corrosion	
Resistance	Test				

At	Ceasefire,	we	test	the	impact	of	
extinguishing	agents	like	water,	foam	
and	wet	chemical	on	the	internal	
surface	of	the	extinguisher’s	container.		
	
The	Internal	Corrosion	Resistance	Test	
is	carried	out	for	32	days.	We	subject	
our	extinguishers	to	8	cycles	of	+60oC,	
as	compared	to	the	few	other	
manufacturers,	who	have	1	cycle,	
carried	out	at	+55oC,	only	for	7	days.	
	

Corrosion	Test			
	During	the	Corrosion	Test,	the	extinguisher	is	exposed	to	salt	
spray	continuously	for	480	hours,	and	then	thoroughly	washed	
and	checked	for	corrosion.	
	
Of	all	the	players	in	the	industry,	only	a	few	conduct	this	test,	and	
they	do	so	for	only	240	hours.	
	



Impact	Resistance	
Test		

	The	Impact	Resistance	test	consists	of	4	
kg	cylindrical	steel	hammers	being	
dropped	vertically	on	the	fully	charged	
extinguisher.	The	extinguisher	must	not	
release	pressure	in	any	manner.	
	
The	test	is	carried	out	at	both,	ambient	
and	extreme	temperature	points;	at	
-30oC	and	60oC.	In	the	case	of	Ceasefire	
Water	Type	Extinguishers,	it	is	carried	
out	at	5oC	and	60oC.	
	

Vibration	Resistance	
Test		

	All	extinguishers	are	not	meant	to	
be	used	in	vehicles,	but	we	test	
them	just	the	same.	
	
For	this	test,	each	extinguisher	is	
tested	for	stability	in	a	vertical,	
horizontal	and	lateral	position.	
	

Lock	Test			
	The	Safety	Locking	Device	is	tested	on	every	
extinguisher	by	applying	the	required	force	to	test	its	
durability	and	reliability.	
	
If	intact,	the	extinguisher	is	safe	for	use.	
	



Pressure	Guage	
Test		

	Each	Ceasefire	
extinguisher	comes	with	a	
state-of-the-art	Pressure	
Gauge,	that’s	tested	by	
putting	it	through	500	
cycles.	
	

Powder	Flow	Test		
	In	case	of	ABC	or	MAP	
extinguishers,	the	powder	must	be	
free	from	moisture	so	that	it	does	
not	cake	or	clog	up.	
The	Powder	Flow	Test	ensures	
that	the	powder	will	flow	out	of	
the	hose	without	any	hindrance	
when	the	extinguisher	is	activated.	
	
For	the	test,	500gms	of	powder	is	
made	to	flow	between	two	conical	
glasses.	It	must	flow	at	50gms/sec	
10	times	to	pass	this	test.	
	



Our extinguishers 
today conform to 
the highest global 
standards 

And	are	certified	by	the	top-notch	

agencies	in	the	world.		



These certifications 
are our hallmark of 
quality 
 

Etiam porta sem malesuada magna 

mollis euismod. Cum sociis natoque 

penatibus et magnis dis parturient 

montes. 

Creative Peoples 

	
Ceasefire	extinguishers	today	carry	quality	
certifications	from	multiple	global	agencies.	Each	of	
these	epitomize	safety	and	performance	standards	in	
their	own	unique	way	and	have	laid	out	some	of	the	
most	stringent	test	criteria	in	the	world.	
	
Today,	Ceasefire	extinguishers	conform	to	the	highest	
global	standards,	and	carry	a	host	of	international	
certifications;	including	EN3,	EN1866,	LPCB,	BSI	
Kitemark,	MED	and	PED.		



What do these 
Certifications actually 
mean for the end –user?   



A	holistic	quality	
audit		

		
Our	certifications	guarantee	that	we	undergo	a	
holistic	audit	of	our	products	and	processes.	
Not	only	the	production	process,	but	the	entire	
management	process	goes	in	for	thorough	
audits	of	quality	and	checks	&	balances.	
	

Audits	on	After	Sales	
Services	and	Market	Checks		

		
The	scope	of	the	audit	does	not	only	end	at	
the	finished	products,	but	extends	to	
include	in	it’s	scope	the	checks	of	
extinguishers	installed	at	the	customer’s	
premises.		
	

Factory	Production	
Control	(FPC)		

	
FPC	is	an	important	part	of	our	certification	process	that	brings	into	audit	our	
production	process	in	a	completely	integrated	way.	Each	tiny	component	that	goes	into	
the	making	of	our	extinguisher	is	traced	to	its	origin	and	audited.				
	



More	firefighting	
power		

		
Ceasefire	extinguishers	being	put	to	the	
most	brutal	tests	are	found	to	have	higher	
fire	fighting	power	(Ratings)	than	industry	
average.	
	

Superior	Quality	
		
The	comprehensive	tests	on	quality,	
performance	and	safety	are	designed	in	a	way	
that	they	ensure	that	the	certified	finished	
product	that	reaches	the	customer	carries	much	
superior	quality.	



Globally	
Recognised		

		
The	global	certifications	of	Ceasefire	
extinguishers	ensure	standardized	quality	in	our	
products	all	over	the	world.	A	huge	advantage	to	
MNCs	and	other	global	corporations	who	wish	to	
have	consistent,	world-class	quality	across	sites	
in	multiple	countries.		

Transparent	Online	
Verification	

		
These	certifications	are	so	open	and	transparent	
that	customers	can	cross-check	these	on	
Redbooklive	at	any	time	for	their	satisfaction	or	
if	necessary	to	do	so	before	making	a	purchase.	.		



Ceasefire	Industries	UK	Limited	
3,	Waterhouse	Square,	138-142	Holborn,	
London,	EC1N2SW,	United	Kingdom.	
T:	+44	113	868	6666	/	126	891	9999	
W:	www.ceasefire.co.uk	
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